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FIG.4 


BELL SYSTEM PRACTICES SECTION P90.953 
TELETYPEWRITER STATION 'SSUE A DEC. t943 
INSTALLATION & MAINTENANCE LONG LINES DEPT. 


REPRODUCED FROM 21150131 
Dist. Clase. (KOOAC 
(6ooxc 
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227-AT.S. zeT-Ats. NOTES 


1. LOCATE AS PER BSP 90,988 08 —PO0S8D AS. 
REQUIRED. 

2. USET7-£ BUZZER FOR 6O“AC. 7-A FOR 25~AC. 
200 7-F FOR DC. 

3: USE *W> WIRING FOR AC POWER AND“Z* WIRING 
For 0.c 

ADWUST PER BS.PPSLOI 

WARE ACCORDING TO UNDERWRITERS RULES 

SELECTWE_ RECEIVING CIRCUIT (ASP 90.982) 

MUST HAVE U-783 RELAYS IN POSITIONS (A)(8) 

[NG)AND 18 EW RESIS TANCES IN POSITIONS (A) (8) 

ae) 

1. MOUNT RELAY PER PLAN 549.01 FOR 19A TABLE 
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t DISRECAROING REFERENCE TO PLAN PAHO O8 ON 
---t-< INSIDE OF REAR PANEL FOR 15N TABLE. 
tton (8 WHEN OPERATING THE SELECTIVE RECENING 


CIRCUIT ON D.C. POWER USE 59-N (1000) 
RESISTANCES IN FIG.7 OF BSP P90.982, 
9 MOUNT IN LOCATION SUITABLE TO CUSTOMER, 
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64Cl SELECTOR SYSTEM 
APPLIQUE CIRCUIT TO PERMIT REMOTE CONTROL 
OF BUZZER POWER BELL WHEN USED WITH 
ARRANGEMENT PER BSP P90.982 


FIG. 2 
DOTTED PORTION OF 
‘THIS FIGURE SHOWN 
‘ON P80.982 ‘ 


